
Prépare la surface pour
une adhérence optimale
Élimine les résidus graisseux 

Prepares the surface
for optimal adhesion
Removes greasy residues 

Préparation de surface 
Planchers de bois et laminés 

Surface preparation
Wood and laminate floors 

CAUTION - ATTENTION
IRRITANT - IRRITANT

1 L

Surface preparation for wood and laminate floors

Technical data sheet 

  PHYSICAL PROPERTIES
  Color Colorless
  Odor Odorless
  pH 11.0 - 11.2 
  Flash point > 93,3°C
  Freeze / thaw stability Keep from freezing
  Density 1.02 ± 0.01

  TECHNICAL DATA
  Coverage 400 sq.ft. (37 m²) / liter (depending on conditions)
  Size available 1 L
  Shelflife 12 months (when kept in its original container)
  Tool Finitec applicator
  Tools clean-up Water
  Storage Between 10 and 30 ºC (50 and 85 ºF)
  Disposal Recycle if possible (Consult local authorities)

MAY IRRITATE EYES. MAY IRRITATE SKIN. DANGEROUS FUMES MAY FORM 
WHEN MIXED WITH OTHER PRODUCTS.
Do not mix with acidic or basic products. Do not get in eyes. Avoid contact with 
eyes, skin or clothing. Do not breathe fumes. Keep out of reach of children.

FIRST AID AND TREATMENT
Contains: Sodium Metasilicate, 2-(2-methoxyethoxy) ethanol. If swallowed, call a Poison Control Centre or a physician immediately. 
Do not induce vomiting. If in eyes, rinse with water for 20 minutes. Call a physician. If on skin, rinse well with water. Seek a physician 
if problems occur.
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